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Thanks for choosing BOYA!

The BOYA BY-WM8 Pro system is an upgraded UHF dual-channel
wireless microphone system for capturing audio with dual subjects,
features an easy-to-read LCD display, a wide switching RF bandwidth,
PLL-synthesized tuning and digital companding circuitry.

The package is suitable for a wide range of wireless applications
such as interviews, electronic news gathering (ENG), electronic
field productions (EFP), film production, business and educational
applications, and more.

Features:

e Ideal for interviews vlogging, podcasts, mobile journalism,
electronic news gathering (ENG) and more

e Dual-Channel Wireless Receiver

e Excellent signal transfer and lower distortion

e 48 UHF Channels

e A or B two channel groups for transmitters and a receiver

e Seletable Stereo and Mono Mode

e Mic and Line-in

e Selectable Mute function

e Easy-to-read LCD displays

e Compact and hassle-free design

e Automatic LCD-locked Function

e Monitoring sound by headphone output (Receiver)

e Two AA batteries for both transmitter and receiver



The BY-WMS8 Pro-K1 consists of one body-pack transmitter(
TX8 Pro), a portable receiver(RX8 Pro), and their accessories
as following:

Portable receiver(RX8 Pro) (1)
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Omni-directional lavalier
microphone (x1)

XLR output cable Microphone Holder clip (x1)
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Wind screen (x1) Belt clip (x2) Shoe mount adapter




The BY-WMS8 Pro-K2 consists of two body-pack transmitters(
TX8 Pro), a portable receiver(RX8 Pro), and their accessories
as following:

Portable receiver(RX8 Pro) (1) Body-pack transmitters(TX8 Pro) (2)
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Omni-directional lavalier Stereo 3.5mm mini plug cable
microphone (x2)

XLR output cable Microphone Holder clip (x2)
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Wind screen (x2) Belt clip (x3) Shoe mount adapter




Transmitter A Transmitter B

BOYA

1. Antenna
2. Line In

3. Microphone input
Connect the supplied lavalier microphone here. Fully insert the
microphone’s 3.5mm plug and make sure it clicks into place,
then lock the plug.
To remove,release the locking mechanism, then pull the plug out.



4. Power/Mute button
1) Long press the power of the transmitter ON or OFF
2) Short press for muting

5. Power LED
1) The power LED glows blue when the unit is on.
2) The power LED of transmitter glows red when low power.

For more details about LED indicator, please refer to as following:

Situation Receiver Transmitter A | Transmitter B
ANT-A and
Th i h
N f:ransmltter and the ANT-B Stay Stays blue Stays blue
receiver connects. blue

The transmitter A and the ANT-A stays

receiver connects; blue; Stays blue
The transmitter B and the | ANT-B light Y /
receiver disconnects. off.
The transmitter A and the ANT-A light
receiver disconnects; off;
The transmitter B and the ANT-B stays / Stays blue
receiver connects. blue.
The transmitter and the ANT-A and;
r wer Stays blue Stays blue

receiver disconnects. ANT-B light off.




6. CH (Channel) indication
Shows the transmission channel.

IMPORTANT: Both two transmitters can be used for
Transmitter A or Transmitter B.

How to exchange Transmitter A and Transmitter B, please kindy
refer to Page 15.

7. Battery indication
Shows the battery condition

A

NOTE

1.When the battery power icon is empty and blinking, the batteries
are almost out of power, and you will need to change the
batteries immediately.

2.The indicated battery condition may not be correct if the batteries
were not new when installed. If you plan to use the component
for a long period, it is recommended that you replace the batteries
with brand new ones.

8. + (+ selection)/ - (- selection) buttons
Press these buttons to set the transmission channel, or
attenuation level of the input signal.

For details, please see “How to set up channel ,VOL, STEREO
and MONO” on page 24.



9. SET button
Press to change and enter display parameters.

For details, please see “How to set up channel, VOL, STEREO
and MONO” on page 24.

10. Belt clip
11. 1/4” Thread

12, Battery compartment
Accommodates two AA batteries.
For more details, please see “Installing batteries” on page 16.




Receiver
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1. POWER OFF/ON
2. Battery compartment
3. Antenna



4. Power LED (ANT-A)
. Power LED (ANT-B)

6. Power LED (POWER)
1) The power LED glows blue when the unit is on.
2) The power LED of receiver glows red when low power.
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7. CH (Channel) indication
Shows the transmission channel.

8. Battery indication
Shows the battery condition

9. Monitor/ Earphone Connector
(3.5mm diameter stereo mini jack)
To monitor the receiver output, connect the headphones to
this connector.

A
NOTE

-Do not connect headphones with a monaural mini jack.
-This may lead to short-circuiting of the headphone output,
resulting in distorted sound output.

10. LINE OUT (audio output) connector
(3.5mm diameter stereo mini jack)
Connect one end of the supplied stereo 3.5mm mini plug-BMP
conversion or XLR-BMP conversion output cable here, and the
other end to the microphone input on a DSLR camera,
camcorder, mixer, or amplifier etc.











































































































































































































































































